Fitting Your Mask

1.

4.

Your mask has Medium
nasal pillows pre-installed. In
the package are sizes Small
and Large if needed. Place
the mask up to your nose
and check that the pillow
opening fits into your nose
and the ridge fits evenly
along edge of your nares.
The pillow ridge should not
fit into your nose. Notice the
even distribution of the ridge
making a seal on the outside
around your nose.

The nasal pillow openings
should be parallel to each
other. Your nasal pillows
should look like this.

5.

Place the mouthpiece post
into the mask frame and
insert the bolt and nut. Do
not fully tighten the nut.
Orient the nut to the right or
left side to accommodate
your dexterity.

2.

Squeeze the pillow with your
thumb and middle finger.
Then guide the pillow into the
slot using your index finger.
Insert one side of the pillow
first then push the other side
into the slot with the groove
in place 360°.

6.

Insert your mouthpiece onto
your upper teeth and swing
the mask upward to your
nose.

7.

3.

Using the adjusting slot in
the mask frame, position the
nasal pillows to your nose
comfortably then tighten the
nut. Note: the pillows should
not be pressed too firmly to
the nose.

Check the pillow rim
distribution underneath.

Connecting the CPAP

HELPFUL TIPS FOR MASK LEAKS

1.

Connect the CPAP hose to
the swivel connecter on the
top of the inlet tube, then
turn on the machine.

• Loosen the nut, adjust the
seals to your nose and
retighten the nut

• Check that the seals are
inserted correctly into the
mask frame

• Check the rotation of the
seals and align to your nares

• Try a different size of seals
• Check the alignment of the
mouthpiece to your nose

CLEANING INSTRUCTIONS

2.

Place your hands around
your nose and feel for any
air leaks. If there is a leak
from the pillows, loosen the
nut and adjust as necessary.
Note that exhaled air will
escape from the holes on
the front of the mask.

AFTER EACH USE: Rinse the mouthpiece in cold water
and wipe the outer portion of the pillows with a damp cloth.
WEEKLY: Fill your sink with cold water and add a mild
liquid soap such as unscented Ivory liquid. Disassemble
the mask and soak all parts including headgear for no
longer than 10 minutes. Remove and rinse in cold water
then allow the parts to air dry. Reassemble the mask before
your next use.

To visit our website
with your smartphone,
open your QR Code
Reader App and scan:

WARNING: For best results do not use any cleansers that
contain alcohol, bleach, moisturizers, anti-bacterial agents,
or scents.
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